
                                               KOMATSU WA 380 H-3 

 
 

Brought into service 1999 
  

 

Power 140.00 kW 
  

 

Mass 18.09 t 
  

 

Length (L) 8.14 m 
  

 

Width (W) 2.93 m 
  

 

Height (H) 3.37 m 
  

 

Anti-theft protection No 
  

 

Current No 
  

 

GENERAL     
  

 

Method (V)  2,16 m 
  

 

Wheelbase (E)  3,30 m 
  

 

Pouring height for max. rear trough tilting to 45 (h)  2,94 m 
  

 

Maximum FR range at maximum pouring height (P)  1,15 m 
  

 

Transmission  C.C. / P.S.   
  

 

Chassis: (A)rticulated - (R)igid  A   
  

 

Standard tyre dimensions  23.5 x 25   
  

 

Overall lock arm  6,61 m 
  

 

Maximum FR/RE speed  38/39 km/h 
  

 

MOTOR     
  

 

Brand  KOMATSU   
  

 

Type  SAA6D 114E-2   
  

 

Speed of rotation  2000 tr/min 
  

 

Standard trough     
  

 

Heaped capacity  3250 l 
  

 

Width  2,93 m 
  

 

Static tilting load  13,33 t 
  

 

 


